
PHOTOVOLTAIC WIRE 
PV, USE-2 600V 
RHH, RHW-2 
2000V 

 

RATINGS: 
UL Listed XLPE Insulated 
600 V USE-2, PV 
2000V RHH, RHW-2 

 
UL Subject 4703 Photovoltaic Wire 
UL 44 Thermoset - Insulated Wire 
UL 854 Service-Entrance Cable 
Sunlight Resistant, (RoHS) 

PRODUCT DESCRIPTION:  
Single layer XLPE insulated tinned copper conductor, sunlight resistant, photovoltaic wire rated 90° C 
dry and wet, 600V for interconnection wiring described in Article 690 of the National Electric Code 
(N.E.C.), NFPA 70.  UL listed as USE-2, Service Entrance Cable, 600V,  
direct burial for installation in accordance with Article 338 of the (N.E.C.).  Also suitable as RHH,  
RHW-2 for circuits not exceeding 2000V. 

P/N AWG 
Stranding 

COND. DIA 
(inches) 

FIN. O.D. 
(inches) 

APPROX. FIN. WT. 
(lbs./M’) 

MC-PVX1038-BLK 10 (37/.0167) .115 .236 57.4 

Properties Typical Value Unit Test Method 

Specific Gravity at 23° C 1.18  ASTM D-792 

Mechanical Properties: 
After thermal aging (7 days @ 121° C) 
Tensile Strength 
Elongation at break 

 
 

2300 
375 

 
 

Psi 
% 

 
 

UL 1581 
 

Weatherometer Testing: 
720 hr. exposure– SUN RES 
Tensile Strength 
Elongation 

 
 

2200 
375 

 
 

Psi 
% 

 
 

UL 1581 

Insulation Resistance: 
 
At 90° C 

 
 

2000 

 
MΩ/ 

1000 ft 

 
 

UL 1581 

Oxygen Index 24.5 % O2 ASTM D2863-00 

Available in Canada  from: 
 

Lakeshore Power Systems ٠ 397 South Edgeware Rd.  St. Thomas, Ontario Canada N5P 4B8  
519-631-6864 ٠ 519-631-7170 (fax)  


